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@* Model 454 HeadPodE
®

Hook-Up
[ I A

UNBAL R 12-16VACI0.6A
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® @ @3

Balanced Unbalanced Power

TRS Inputs Stereo TRS Inputs 12-16V

T: POS, R: NEG, S: GND T Lt, R: Rt S: GND AC Only
Zin = 20KW Zin = 10KW

1 1 1 (.

Outputs to Stereo Headphones 8 - 1000W
Zout = 10W

Note On Obtaining More Outputs

For additional headphone outputs, you can use standard
0Y6 adapters to split a balanced or unbalanced source to
drive two HeadPods. This is preferred over daisy chain-
ing one HeadPod output to another HeadPod input. 0Y6
splitting two headphones off one HeadPod output is not

recommended.
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Balanced Inputs

Active balanced inputs receive separate left and right bal-
anced or unbalanced sources. For unbalanced sources,
use store bought phone plug to RCA adaptors. Otherwise,
wire tip to hot and ring and sleeve to ground. Many times
ground loop hum can be eliminated by using only the ring
for ground and not connecting ground to the sleeve.

Unbalanced Inputs

The TRS jack accepts a wide range of inputs and input
levels. You can use suitable cables to connect to a stereo
headphone output jack, for example. Stereo line outputs
such as found on computers, and portable sound players
will also interface perfectly with this input.

0SELECTO6
This switch lets you choose which input type you
are to use.

Power Jack

Caution: 12-16V AC Sources Only. At least 6 Watts capac-
ity is required. A DC input may damage your HeadPod and
possibly your headphones. The warranty does not cover
damage caused by an improper power supply.

Barrel Size = 2.1mm x 5.5mm
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Model 454 HeadPodE

Controls

ﬁﬁ
HeadPod™ 454 O
Professional High Output
Headphone Box Master
Volume 1 Volume 2 Volume 3 Volume 4
@ @
ALWAYS MINIMIZE VOLUME BEFORE USE

e
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Master (Input Gain)

This control lets you match your HeadPod to the audio
source. Adjust it so the individual output volume controls
are operating at convenient settings. If you hear distortion
it is probable the Master is set too high while the Volumes
are set too low.

Volume (1, 2, 3, 4)

These controls adjust their associated headphone amplifier
to allow the desired listening volume. The volume can get
very loud, so start with a low setting.

Please be sure to turn down the Volume before plug-
ging in your headphones or playing any audio source.

The large available headroom of your HeadPod makes
high volume levels with low distortion possible. Ear protec-
tion is your personal responsibility at all times. Always start
with a low volume and adjust it for comfort.
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